10 - Site Equipment

Technical Specification

e.g. Colour Temp e.g. 4000k
20?7?7772 2272297272727
29?7?7772 2272207272297
22?97?7772 2272227272227
2?97?7772 2272227272277
227?77777? 2272227272727
22?2?27777? 2272227272277
22?27?7772 277222772227
2279777772 2727222772277
27777772 2772227272777
227777772 2772227722277
222777772 2772227722277
2°7°7777? 2777227727277
222777772 2727222727777
297277772 2977992227727?
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AC05517

Multifunction Tester with EVSE

MFT:
12-in-1 advanced MFT complete with EV testing facility and 2 & 3
wire low current tests.

High current loop options with 25A & 6A test currents giving 0.01
and 0.001 Q resolution.

Low current, no trip, 2 or 3 wire loop options meaning that you

can also at lighting points where no neutral exists.
Tests EV charging points with type B, type EV RCDs and 6ma
RDCDs capability, as well as two EV loop options specifically for

the UK.

Comprehensive RCD function: AC, ACS, A, AS, F, B. BS, EV & 6mA
RDCD.

Insulation: 4 test voltages, resistance bar graph & DAR/ Pl

functionality.

SPD testing with both DC & AC breakdown voltage displayed,
1000V range.

Dual display of PFC / PSC with a PFC range of 50KA.

Earth resistance for TT and independent earthing systems like

foundation earthing.

Phase rotation with clear indication and L1-L2, L2-L3 & L3-L1
voltage displayed simultaneously.

Voltage function with simultaneous L-PE, LN & N-PE values

Section-AC CODE-YEAR-VERSION to go here e.g. 10-AC0123-2021-V1
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12-in-1 advanced MFT complete with EV testing facility and 2 & 3 wire low current tests.         
 
High current loop options with 25A & 6A test currents giving 0.01 and 0.001 Ω resolution.
 
Low current, no trip, 2 or 3 wire loop options meaning that you can also at lighting points where no neutral exists.
 
Tests EV charging points with type B, type EV RCDs and 6ma RDCDs capability, as well as two EV loop options specifically for the UK.
 
Comprehensive RCD function: AC, ACS, A, AS, F, B. BS, EV & 6mA RDCD.
 
Insulation: 4 test voltages, resistance bar graph &  DAR / PI functionality.
 
SPD testing with both DC & AC breakdown voltage displayed, 1000V range.
 
Dual display of PFC / PSC with a PFC range of 50KA.
 
Earth resistance for TT and independent earthing systems like foundation earthing.
 
Phase rotation with clear indication and L1-L2, L2-L3 & L3-L1 voltage displayed  simultaneously.
 
Voltage function with simultaneous L-PE, LN & N-PE values displayed         .
 
Selectable Max Zs tables with all UK overcurrent devices included, provides pass or fail indication.
 
PAT testing feature with memory and download.         
 
EVSE Adapter:
Compact - smallest in class.
 
Easy to use.
 
Enables testing of EV charging points.
 
PE Pre-Test.
 
PP simulation & CP states A, B, C, D.
 
CP Error / PE Error / Earth fault.
 
LED indication of Phases.
 
For use on single phase or three phase systems.
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