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Technical Specification

1 - Wiring Accessories

Acel part number (UPPERCASE)

Description to go here

Features & Benefits to go here

Section-AC CODE-YEAR-VERSION to go here e.g. 1-AC1234-2021-V1
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• Straight Mains Board with Surge Protection

• Metal Consumer Unit Enclosure

• White Finish (RAL 9003)

• Mains Tail Clamp Fitted as Standard

• 100A Mains Switch Fitted

• 1 Module 2 Pole 40kA SPD Fitted

• 2 x Blanks Supplied ( Product Code: AC38070)

• 13 Free Ways

• 10 Year Warranty (3 year warranty for devices)

AC38113

3-AC38113-2023-V1

16 Way Consumer Unit 100A 
Mainswitch + DP 1 Mod SPD 
(13 free ways)

3 - Circuit Protection & Industrial Control

Dimensions With Door (mm) 366 (W) x 260 (H) x 115 (D)

Enclosure Dimensions (mm) 366 (W) x 260 (H) x 92 (D)

CU Knockouts (Top) (mm) 4 x 20, 2 x 25 & 2 x 40

CU Knockouts (Bottom) (mm) 5 x 20, 2 x 25 & 2 x 32

CU Knockouts (Sides) (mm) 2 x 40

CU Knockouts (Rear) (mm) 2 x 100 x 60

Tail Clamp Capacity (mm²) 25

Tail Clamp Torque (Nm) 1.5

Main Sw. Terminal Cap. (mm²) 35

Main Sw. Terminal Torq. (Nm) 2.5

Operational Temp. (°C) -5 to +40

 
Electric Center are not responsible for the accuracy and contents of this datasheet. 

All displayed data and specification detail has been provided by the product manufacturer.




