l \Ce 6 - Ventilation & Heating

| & AC6212
U
. Simple push button Start/Stop operation
. Rotary flow/temperature control
- . High, medium, low and cold power selection
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8 s 0 Right-hand side multi-entry options for water and power

' . Single spray-mode shower head with easy rub-clear nozzles
an m FICHT SIDE CONNECTITY . 600mm high chrome riser rail with variable position
somn top wall bracket fixing for ease of retrofit
- — . 1 metre long anti-kink flexible shower hose

Technical Specification
Pawer O —— . Push button handset clamp to adjust height and shower head
Current Rating: 43.75 Amps angle to suit all users
Operating Pressure: 1 to 10bar (15 to 150 psi)
Min. Running Pressure: 9 I/min. * 2 year UK guarantee
Water Connection: 15mm compression or push-fit
IP Rating: IPX4
Approvals: BEAB (CE Marked)
ErP Class Rating: A
Energy Efficiency: 39%
Energy Consumption: 478 KWh/A
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Electric Center are not responsible for the accuracy and contents of this datasheet.
All displayed data and specification detail has been provided by the product manufacturer.



	Text Field 2: 6 - Ventilation & Heating
	Text Field 4: 6-AC6212-2021-V1
	Text Field 3: AC6212
	Text Field 6: Pure 10.5kW Electric Shower
	Text Field 5:  •         Simple push button Start/Stop operation 
 
•         Rotary flow/temperature control 
 
•         High, medium, low and cold power selection 
 
•         Right-hand side multi-entry options for water and power
 
•         Single spray-mode shower head with easy rub-clear nozzles
 
•         600mm high chrome riser rail with variable position             
                   top wall bracket fixing for ease of retrofit
 
•         1 metre long anti-kink flexible shower hose 
 
 •         Push button handset clamp to adjust  height and shower head 
                  angle to suit all users 
 
 •         2 year UK guarantee 
	Text Field 8: Power Output:
Current Rating:
Operating Pressure: 
Min. Running Pressure: 
Water Connection:
IP Rating:
Approvals:
ErP Class Rating:
Energy Efficiency:
Energy Consumption:
 
	Text Field 7: 10.5kW
43.75 Amps
1 to 10bar (15 to 150 psi) 
9 l/min.
15mm compression or push-fit
IPX4
BEAB (CE Marked)
A
39%
478 kWh/A
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